
LDN with Shroud
Product Line:  LDN® Pivot Sprinklers  

Product Model:  LDN® LEPA 

Part Number:  See additional information 

Description: LDN with the Shroud and one of several deflector pads with LEPA inserts

Warranty:  2 years on materials, workmanship, and performance 

Operating Specifications

Flows:  79 - 1413 L/hr 

Pressures:  0.41 - 1.03 bar 

Nozzle Sizes:  1.78 – 5.95 mm 

Nozzles:  #4.5 - #15 



Shipping Information Additional Information

Application:  Gentle dome-shaped pattern 

LDN BRACKET & NOZZLE

BRACKET

Model Description

LDNBRASMUP3
LDN® UP3® bracket, 3/4" M NPT w/retainer and O-ring (excluding deflector and

nozzle)

UP3® NOZZLE

Model Description

UP3NZxxx
UP3® Color-Coded Nozzles #04 - 26 (half sizes and Zero-Flow nozzle also

available)

LDN SHROUD

 

Model Description

 

LDNSBSUP3 Shroud with clips

DEFLECTOR PADS WITH BUBBLE INSERT (BEIGE)

CONCAVE

Model Description

LDNPHDCBB

C = Concave (blue)
(Standard 33 grooves)

BB = Bubble Insert (beige)
Nozzles #5 - #24

LDNPHDMCBB

M = Mini
C = Concave (blue)

(24 grooves)
BB = Bubble Insert (beige)

Nozzles #5 - #9
 

 

FLAT

Model Description



DEFLECTOR PADS WITH BUBBLE INSERT (BEIGE)

LDNPHDFBB

F = Flat (black)
(Standard 33 grooves)

BB = Bubble Insert (beige)
Nozzles #5 - #24

LDNPHDMFBB

M = Mini
F = Flat (black)
(24 grooves)

BB = Bubble Insert (beige)
Nozzles #5 - #9

 

 

CONVEX

Model Description

LDNPHDVBB

V = Convex (green)
(Standard 33 grooves)

BB = Bubble Insert (beige)
Nozzles #5 - #24

LDNPHDMVBB

M = Mini
V = Convex (green)

(24 grooves)
BB = Bubble Insert (beige)

Nozzles #5 - #9
 

Above deflector pads must be used with the LDN Shroud for LEPA
application.

DEFLECTOR PADS WITH CM1 INSERT (RED)

CONCAVE

Model Description

LDNPHDCB11

C = Concave (blue)
(Standard 33 grooves)

B11 = CM1 Corn Chem Insert (red) 
Nozzles #5 - #9

 

FLAT

Model Description

LDNPHDFB11

F = Flat (black)
(Standard 33 grooves)

B11 = CM1 Corn Chem Insert (red) 
Nozzles #5 - #9

 

CONVEX

Model Description

LDNPHDVB11

V = Convex (green)
(Standard 33 grooves)

B11 = CM1 Corn Chem Insert (red) 
Nozzles #5 - #9

Above deflector pads must be used with the LDN Shroud for LEPA
application.

DEFLECTOR PADS WITH CM2 INSERT (MAROON)



CONCAVE

Model Description

LDNPHDCB25

C = Concave (blue)
(Standard 33 grooves)

B25 = CM2 Corn Chem Insert (maroon)
Nozzles #10 - #26

 

FLAT

Model Description

LDNPHDFB25

F = Flat (black)
(Standard 33 grooves)

B25 = CM2 Corn Chem Insert (maroon)
Nozzles #10 - #26

 

CONVEX

Model Description

LDNPHDVB25

V = Convex (green)
(Standard 33 grooves)

B25 = CM2 Corn Chem Insert (maroon)
Nozzles #10 - #26

Above deflector pads must be used with the LDN Shroud for LEPA
application.
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