Hunfer:  Buit on Innovation

PRLG

Product Line: Pressure Regulators

Product Model: Senninger® Pressure Regulators

Part Number: See additional information

Description: Pressure Regulator Landscape Grade, 0.5 to 7 gpm (114 to 1590 L/hr)
Warranty: 2 years on materials, workmanship, and performance

Dimensions

Inlet Sizes: 3/4" female NPT,
3/4" female hose, tape barb, 500
barb, 600 barb

Operating Specifications

Flows: 114 - 1590 L/hr
Pressures: 0.69 - 2.76 bar
Oulet Sizes: 3/4" male NPT, 3/4" male hose, tape barb, 500 barb, 600 barb

Shipping Information Additional Information
PRLG Models
Part Number Description
Tape models
PRLG10TLBTLB 10 psi, tape x tape barb, locking nuts (green)
PRLG15TLBTLB 15 psi, tape x tape barb, locking nuts (green)
500 x 500 models
PRLG105LB5LB 10 psi, 500 x 500 barb, locking nuts (black)
PRLG155LB5LB 15 psi, 500 x 500 barb, locking nuts (black)
PRLG205LB5LB 20 psi, 500 x 500 barb, locking nuts (black)
600 x 600 models
PRLG106LB6LB 10 psi, 600 x 600 barb, locking nuts (black)
PRLG156LB6LB 15 psi, 600 x 600 barb, locking nuts (black)
PRLG206LB6LB 20 psi, 600 x 600 barb, locking nuts (black)
NPT models
PRLG103F3M 10 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
PRLG153F3M 15 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
PRLG203F3M 20 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
PRLG253F3M 25 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
PRLG303F3M 30 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
PRLG353F3M 35 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
PRLG403F3M 40 psi, inlet 3/4" F NPT, outlet 3/4" M NPT
Hose models
PRLG103FH3MH 10 psi, inlet 3/4" F hose, outlet 3/4" M hose
PRLG153FH3MH 15 psi, inlet 3/4" F hose, outlet 3/4" M hose
PRLG203FH3MH 20 psi, inlet 3/4" F hose, outlet 3/4" M hose
PRLG253FH3MH 25 psi, inlet 3/4" F hose, outlet 3/4" M hose
PRLG303FH3MH 30 psi, inlet 3/4" F hose, outlet 3/4" M hose
PRLG353FH3MH 35 psi, inlet 3/4" F hose, outlet 3/4" M hose

PRLG403FH3MH 40 psi, inlet 3/4" F hose, outlet 3/4" M hose



Preset |[Maximum
Model || Market || Outlet Inlet Flow Ir_1|et Oytlet
Range||Sizes || Sizes
Pressure||Pressure*
114 - || 12 "
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: L/hr NPT
3/4" F||3/4" M
hose, || hose,
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https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/mpr
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/prlg
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/prmp
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/prl
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/psrtm2
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/filter-regulator
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/pmr-mf

Solid Set/
Nursery MPR Preset Maximum Inlet
Solution Mining MODELS Outlet Pressure  Pressure Flow Range Inlet Sizes Outlet Sizes
MPR152M2F 1.0 bar 3.1 bar 114 -513 L/hr - 1/2" M NPT 1/2" F NPT
e 1 MPR202M2F 1.4 bar 3.5 bar 114 -559 L/hr - 1/2" M NPT 1/2" F NPT
20 NPT MPR302M2F 2.1 bar 4.1 bar 136-704 L/hr  1/2" M NPT 1/2" F NPT
N . MPR402M2F 2.8 bar 5.5 bar 159 -804 L/hr  1/2" M NPT 1/2" F NPT
1-1/ 1-1/4
2271 - F F The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
PR-HF 0.69 - 8.96 bar || 7268 NPT-" NE’T' pressure is at least 5 psi (0.3 bar) above the expected outlet pressure, but not exceeding the
3.45 bar Unr || B4 1F maximum inlet pressure as shown above.
F |[BSPT,
BSPT||1-1/4" Recommended for outdoor use only. Not NSF certified.
F
BSPT
2"F || 2'F
e 4543 -
RCIE 0.41- NPT, || NPT,
PRU 4.14 bar 9.65 bar 2f17h];3 »E | g
' BSPT||BSPT
2 AT
up to 3/4"F|[3/4"F
0.69 - NPT, || NPT,
PRLV 414 bar 8.62 bar A‘Sﬁ? e | 1
NPT || NPT
%mg wax: || 2F || 2°F
0.69 - - ||NPT, || NPT
RUL - ) )
PRU-LV 214 bar 8.62 bar 25/7hlrS 2 E || g
' BSPT||BSPT

* Varies by model, check models chart.


https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/pr-hf
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/pru
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/prlv
https://www.hunterirrigation.com/en-metric/irrigation-product/senningerr-pressure-regulators/pru-lv

PRLG PRMP Preset

DESIGN P'Sf:;g‘r’sm |n|':|1a;|rrg:$re FlowRange Inlet Sizes Outlet Sizes DESIGN Operating Inlzltaglrr::gre FlowRange Inlet Sizes Outlet Sizes
CRITERIA CRITERIA Pressure
tape barb (5/8")  tape barb (5/8") 114 - 1590 N "
PRLG10TLBTLB  0.69 bar 1.72 bar 114L-/hlr590 with lock nuts~ with lock nuts PRMP103FHSMH  0.69bar  6.20 bar Lihr 3/4" F hose 3/4" M hose
(green) (green) PRMP153FH3MH  1.03 bar 655bar 1141590 3/4" F hose 3/4" M hose
114 - 1590 tape barb (5/8") tape barb (5/8") L/hr
PRLG15TLBTLB 1.03 bar 1.72 bar Uhr with lock nuts with lock nuts PRMP203FH3MH  1.38 bar 6.89 bar 114 - 1590 3/4" F hose 3/4" M hose
(green) (green) L/hr
PRMP253FH3MH  1.72 bar 7.24 bar 114 - 1590 3/4" F hose 3/4" M hose
114-1580 500 barb (16 mm) 00 Parb (16 mm) Lhr
PRLG1O05LBSLE  0.69 bar 3.45 bar Lhr  with lock nuts (black) W”h(t')f;:k;‘”‘s PRMP303FH3MH  2.07 bar 7.58 bar 114L-II’:1Lr590 3/4" F hose 3/4" M hose
500 barb (16 mm) 114 - 1590 . B
PRLG155LB5LE 1.03 bar 3.45 bar 114 - 1590 fSOO barb (16 mm) with lock nuts PRMP353FH3MH  2.41 bar 7.93 bar Uhr 3/4" F hose 3/4" M hose
L/hr with lock nuts (black) (black) 114 - 1590
PRMP403FH3MH  2.76 bar 8.27 bar 3/4" F hose 3/4" M hose
114-1580 500 barb (16 mm) >C0 Parb (16 mm) Lhr
PRLG205LB5LB 1.38 bar 3.45 bar N with lock nuts
L/hr with lock nuts (black) (black) 114 - 1590
PRMP103F3M 0.69 bar 6.20 bar Uhr 3/4" F NPT 3/4" M NPT
600 barb (18 mm) 114 - 1590 R .
PRLG106LB6LB 0.69 bar 3.45 bar 114 - 1590 §OO barb (18 mm) with lock nuts PRMP153F3M 1.03 bar 6.55 bar Uhr 3/4" F NPT 3/4" M NPT
L/hr with lock nuts (black) (black) 114 - 1590
PRMP203F3M 1.38 bar 6.89 bar 3/4" F NPT 3/4" M NPT
114-1590 600 barb (18 mm) 000 barb (18 mm) L/
PRLG1S6LB6LE  1.03 bar 3.45 bar Lhr  with lock nuts (black) W'“zt')‘l’;gk;‘“ts PRMP253F3M  1.72bar  7.24 bar 114|_-/hlr590 3/4" F NPT 3/4" M NPT
600 barb (18 mm) 114 - 1590 " "
PRLG206LB6LB 1.38 bar 3.45 bar 114 - 1590 §OO barb (18 mm) with lock nuts PRMP303F3M 2.07 bar 7.58 bar Uhr 3/4" F NPT 3/4" M NPT
L/hr with lock nuts (black) (black) 114 - 1590
PRMP353F3M 2.41 bar 7.93 bar Uhr 3/4" F NPT 3/4" M NPT
PRLG103FH3MH 0.69 bar 6.20 bar 114L-lfi:-r590 9" F hose %" M hose PRMP403F3M 2.76 bar 8.27 bar 114L-”3"_590 3/4" F NPT 3/4" M NPT
PRLG153FH3MH 1.03 bar 6.55 bar 114L_/hlr590 ¥" F hose ¥" M hose 114 - 1590
114 - 1590 PRMP10TLBTLB  0.69 bar 1.72 bar Uhr tape (5/8") tape (5/8")
PRLG203FH3MH 1.38 bar 6.89 bar Uhr %" F hose ¥%" M hose 114 - 1590
114 - 1590 PRMP15TLBTLB  1.03 bar 1.72 bar Uhr tape (5/8") tape (5/8")
PRLG253FH3MH 1.72 bar 7.24 bar Uhr ¥4" F hose ¥4" M hose
PRLG303FH3MH 2.07 bar 7.58 bar 114L-/hlr590 ¥" F hose ¥" M hose PRMP105LB5LB 0.69 bar 3.45 bar 114L-/r:1Lr590 500 (16 mm) 500 (16 mm)
PRLG353FH3MH  2.41 bar 7.93 bar 114L-/hlr590 9" F hose %" M hose PRMP155LB5LB 1.03 bar 3.45 bar 114L-/rilr590 500 (16 mm) 500 (16 mm)
PRLG403FH3MH 2.76 bar 8.27 bar 114L_/hlr590 ¥" F hose ¥" M hose PRMP205LB5LB 1.38 bar 3.45 bar 114L-/f:1|-r590 500 (16 mm) 500 (16 mm)
PRLG103F3M 0.69 bar 6.20 bar ll4|_-/hlr590 %" F NPT %" M NPT PRMP106LB6LB  0.69 bar 3.45 bar ll4|_-/hlr590 600 (18 mm) 600 (18 mm)
PRLG153F3M 1.03 bar 6.55 bar 114L-/hlr590 ¥ F NPT ¥ M NPT PRMP156LB6LB 1.03 bar 3.45 bar 114L-/r:1Lr590 600 (18 mm) 600 (18 mm)
PRLG203F3M 1.38 bar 6.89 bar 114L-lf:-r590 ¥" F NPT ¥ M NPT PRMP2056LB6LB  1.38 bar 3.45 bar 114L-lf3-r590 600 (18 mm) 600 (18 mm)
114 - 1590 W 3
PRLG253F3M 1.72 bar 7.24 bar L/hr %" F NPT 74" M NPT The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
114 - 1590 . . pressure is at least 0.34 bar above the expected outlet pressure, but not exceeding the maximum
PRLG303F3M  2.07 bar 7.58 bar Uhr %" F NPT %" M NPT inlet pressure as shown above.
PRLG353F3M 2.41 bar 7.93 bar 114L-lfillr590 %" F NPT ¥ M NPT
PRLG403F3M 2.76 bar 8.27 bar 114L-/hlr590 ¥" F NPT ¥" M NPT
The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
pressure is at least 0.34 bar above the expected outlet pressure, but not exceeding the maximum
inlet pressure as shown above.
Recommended for outdoor use only. Not NSF certified.
PRL Preset Outlet ~ Maximum . . PSR2 Preset Outlet  Maximum . .
MODELS Pressure  Inlet Pressure Flow Range Inlet Sizes Outlet Sizes MODELS Pressure  Inlet Pressure Flow Range Inlet Sizes Outlet Sizes
PRLO6 0.41 bar 5.51 bar 114 -1136 L/hr 314" F ':g:e' 34Tk 3/4" F NPT PSR2 06 0.41 bar 5.51 bar llAL_/:’;‘O7 3/4" F NPT 3/4" F NPT
PRL10 0.69 bar 6.20 bar 114 -1817 L/hr 34Tk ::; s/arF 3/4" F NPT PSR2 10 0.69 bar 6.20 bar 114L;rf’|'407 3/4" F NPT 3/4" F NPT
PRL12 0.83 bar 6.20 bar 114 - 1817 L/hr 314" F ':E; 34Tk 3/4" F NPT PSR2 12 0.83 bar 6.20 bar 114L-/I$r407 3/4" F NPT 3/4" F NPT
PRL15 1.03 bar 6.55bar 114 -1817 L/hr 34k I:ESL’ s/ F 3/4" F NPT PSR2 15 1.03 bar 6.55 bar 114L-/:r407 3/4" F NPT 3/4" F NPT
PRL20 1.38 bar 6.89 bar 114 -1817 L/hr siatF ':(?s-lo—a’ 34Tk 3/4" F NPT PSR2 20 1.38 bar 6.89 bar ll4L-/P?r407 3/4" F NPT 3/4" F NPT
PRL25 1.72 bar 7.24 bar 114 -1817 L/hr 34tk EIE; 3/4nF 3/4" F NPT PSR2 25 1.72 bar 7.24 bar 114L-/:’r407 3/4" F NPT 3/4" F NPT
PRL30 2.07 bar 7.58 bar 114 -1817 L/hr siarF ::; s/arF 3/4" F NPT PSR2 30 2.07 bar 7.58 bar 114L-/:r407 3/4" F NPT 3/4" F NPT
PRL35 2.41 bar 7.93 bar 114 -1817 L/hr 314" F :g; 34"k 3/4" F NPT PSR2 35 2.41 bar 7.93 bar 114L-/h3r407 3/4" F NPT 3/4" F NPT
PRL40 2.76 bar 8.27 bar 114 - 1817 L/hr 34Tk '::SL’ s/ F 3/4" F NPT PSR2 40 2.76 bar 8.27 bar 114L-/:r407 3/4" F NPT 3/4" F NPT
114 - 3407 " "
The pressure regulator shall maintain the predetermined operating pressure provided that the inlet PSR2 50 3.45 bar 8.96 bar L/hr 3/4" F NPT 3/4" F NPT
pressure is at least 5 psi (0.34 bar) above the expected outlet pressure, but not exceeding the
maximum inlet pressure as shown above. The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
pressure is at least 5 psi (0.34 bar) above the expected outlet pressure, but not exceeding the
Recommended for outdoor use only. Not NSF certified. maximum inlet pressure as shown above.

Recommended for outdoor use only. Not NSF certified.



FILTER

ceGbLATon P S M Vet Ve
MODELS
FPSR2063M3F20 20 mesh (black
rings)
30 mesh (green
FPSR2063M3F30  0.41 bar 5.51 bar ’
rings)
FPSR2063M3F40 40 mesh (grey
rings)
FPSR2103M3F20 20 mesh (black
rings)
FPSR2103M3F30  0.69 bar 620 bar 0 m‘;zgé)gree"
FPSR2103M3F40 40 mesh (grey
rings)
FPSR2153M3F20 20 mesh (black
rings)
FPSR2153M3F30  1.03 bar 6.55bar 0 m‘;zgé)gree”
FPSR2153M3F40 40 mesh (grey
rings)
FPSR2203M3F20 20 mesh (black
rings)
FPSR2203M3F30  1.38 bar 6.89bar 0 m‘;zgs()gree"
FPSR2203M3F40 40 mesh (grey
rings)
120 mesh
FPSR2103M3F120 screen (red
rings)
0.69 bar 6.20 bar 140 mesh
FPSR2103M3F140 screen (blue
rings)
120 mesh
FPSR2153M3F120 screen (red
rings)
1.03 bar 6.55 bar 140 mesh
FPSR2153M3F140 screen (blue
rings)
120 mesh
FPSR2203M3F120 screen (red
rings)
1.38 bar 6.89 bar 140 mesh
FPSR2203M3F140 screen (blue
rings)

h Orifice UP3 Nozzle
icrons) Number
841 #13 - #26
595 #6 - #12.5
400 #2 - #5.5
841 #13 - #26
595 #6 - #12.5
400 #2 - #5.5
841 #13 - #26
595 #6 - #12.5
400 #2-#5.5
841 #13 - #26
595 #6 - #12.5
400 #2 -#5.5
125

1140 - 3407 L/hr
105
125

1140 - 3407 L/hr
105
125

1140 - 3407 L/hr
105

Shaded models designed for use with drip systems.

The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
pressure is at least 5 psi (0.34 bar) above the expected outlet pressure, with flows up to 11 gpm
(2498 L/hr), but not exceeding the maximum inlet pressure of 80 psi (5.5 bar) above the model's

pressure rating. Higher flows require additional inlet pressure to engage the regulator. Where flows
are greater than 11 gpm (2498 L/hr), the inlet pressure should be at least 9 psi (0.62 bar) above the

expected outlet pressure but not exceeding the maximum inlet pressure as shown above.

Pressure regulators should always be installed downstream of all shut-off valves.

Recommended for outdoor use only. Not NSF certified.

PR-HF Preset Maximum Inlet Flow Range
MODELS Outlet Pressure  Pressure 9
PRIOHF  0.69 bar 6.20 bar 2271/}1:268
PRISHF  1.03 bar essbar 2277268
PR2OMF  1.38 bar goba | 2271-7268

L/hr
PR2SHF  1.72bar 7oapar 2277268
PR3OHF  2.07 bar 7.58 bar 2271L/'h3268
PRAOHF  2.76 bar gorbar 220 1298
PRSOMF  3.45 bar gosbar 2277268

Inlet Sizes

1v4" F NPT,
1v4" F BSPT
1v4" F NPT,
1¥4" F BSPT
1v4" F NPT,
1v4" F BSPT
1v4" F NPT,
1v4" F BSPT
1¥4" F NPT,
1v4" F BSPT
1v4" F NPT,
1v4" F BSPT
1v4" F NPT,
1¥4" F BSPT

Outlet Sizes

1"F NPT, 1%" F NPT,
1"F BSPT, 1¥%" F BSPT
1" F NPT, 1¥" F NPT,
1"F BSPT, 1¥%" F BSPT
1"F NPT, 1%" F NPT,
1" F BSPT, 1%" F BSPT
1" F NPT, 1%" F NPT,
1"F BSPT, 1¥%" F BSPT
1"F NPT, 1¥" F NPT,
1"F BSPT, 1%" F BSPT
1"F NPT, 1%" F NPT,
1"F BSPT, 1¥%" F BSPT
1"F NPT, 1¥4" F NPT,
1"F BSPT, 1¥%" F BSPT

The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
pressure is at least 5 psi (0.34 bar) above the expected outlet pressure, but not exceeding the
maximum inlet pressure as shown above.

Recommended for outdoor use only. Not NSF certified.

PMR-MF
MODELS

PMRO6MF

PMR10MF

PMR12MF

PMR15MF

PMR20MF

PMR25MF

PMR30MF

PMR35MF

PMR40MF

PMR50MF

PMR60MF

Preset Outlet
Pressure

0.41 bar

0.69 bar

0.83 bar

1.03 bar

1.38 bar

1.72 bar

2.07 bar

2.41 bar

2.76 bar

3.45 bar

4.14 bar

Maximum
Inlet Pressure

5.51 bar

6.20 bar

6.20 bar

6.55 bar

6.89 bar

7.24 bar

7.58 bar

7.93 bar

8.27 bar

8.96 bar

9.65 bar

Flow Range

909 - 3634
L/hr
909 - 3634
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr
454 - 4543
L/hr

Inlet Sizes

3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1" F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1" F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT

Outlet Sizes

3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4"F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT
3/4" F NPT, 1"F
NPT, 1" F BSPT

The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
pressure is at least 5 psi (0.34 bar) above the expected outlet pressure, but not exceeding the
maximum inlet pressure as shown above.

PRU
MODELS

PRU10

PRU15

PRU20

PRU25

PRU30

PRU40

PRU50

PRUG0

Recommended for outdoor use only. Not NSF certified.

Preset Outlet
Pressure

0.69 bar

1.03 bar

1.38 bar

1.72 bar

2.07 bar

2.76 bar

3.45 bar

4.14 bar

Maximum
Inlet Pressure

6.20 bar

6.55 bar

6.89 bar

7.24 bar

7.58 bar

8.27 bar

8.96 bar

9.65 bar

Flow Range

4543 - 22713
L/hr
4543 - 22713
L/hr
4543 - 22713
L/hr
4543 - 22713
L/hr
4543 - 22713
L/hr
4543 - 22713
L/hr
4543 - 22713
L/hr
4543 - 22713
L/hr

Inlet Sizes

2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"FNPT,2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT

Outlet Sizes

2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT
2"F NPT, 2"F
BSPT

The pressure regulator shall maintain the predetermined operating pressure provided that the inlet
pressure is at least 5 psi (0.34 bar) above the expected outlet pressure, but not exceeding the
maximum inlet pressure as shown above.

Recommended for outdoor use only. Not NSF certified.



PRU-LV Preset Outlet Maximum Inlet PRLV Preset Outlet Maximum Maximum

MODELS Pressure Pressure Flow Range Inlet Sizes Outlet Sizes MODELS Pressure Inlet Pressure Flow Inlet Sizes Outlet Sizes
PRJL-JOLV 0.69 bar 8.62 bar up 17_;5713 z Fé\‘g;—_}.z P2 Fé\‘;:—_i_z F PRLV10 0.69 bar 8.62 bar 4088 L/hr s/ F’\,‘\‘;.IT' rEos F’\,‘\‘;.IT' F
PR]L-JSLV 1.03 bar 8.62 bar up t?_/if7l3 2 Fé\l;’;'—i—Z" P2 Fé\lé’;'-i—Z" F PRLV15 1.03 bar 8.62 bar 4088 L/hr s/ F’\l‘\l:_l'—l', rEo s F’\"\‘:_IT' vF
PR;()LV 1.38 bar 8.62 bar ue 13/35713 z Fg‘gg+2 P2 Fé\‘g;—_i_z F PRLV20 1.38 bar 8.62 bar 4088 L/hr s/ F'\,‘\‘:_IT' rEos F'\,‘\‘:_IT' F
PRZUSLV 1.72 bar 8.62 bar up t?_/if713 z Fé\g—’;}_?' P2 Fé\lsl‘:’;i—Z" F PRLV30 2.07 bar 8.62 bar 4088 L/hr s F’\"\‘;_IT' rE s F’\"\‘;_IT' vF
PR;OLV 2.07 bar 8.62 bar up t?_/if7l3 z Fé\lSP;'-E—Z P2 Fé\lspg_i_z F PRLV40 2.76 bar 8.62 bar 4088 L/hr s/ F,\,‘\‘:_IT' rEos F,\,‘\‘:_IT' F
PRA:JOLV 2.76 bar 8.62 bar up t?—/i$713 z Fé\lgg_}_?' P2 Fé\‘g;-_i_zu F PRLV50 3.45 bar 8.62 bar 4088 L/hr sl F’\"\‘;.IT' R F’\"\‘:.IT' F
Pi%w 3.45 bar 8.62 bar ‘mﬁifn ZT;;ETF TF;i}TF PRLVE0 4.14 bar 862bar 4088 Lihr ymFmﬂer ymFmﬂ7rF
PRU LV upto 22713 2"FNPT,2"F 2"FNPT,2"F

60 4.14 bar 8.62 bar Lihr BSPT BSPT The PRLV limits downstream pressure to no more than 15 psi (1.03 bar) above regulated pressure

during static (no flow) conditions.

The PRU-LV limits downstream pressure to no more than 1.03 bar above regulated pressure during
static (no flow) conditions. Recommended for outdoor use only. Not NSF certified.

Recommended for outdoor use only. Not NSF certified.
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