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PGV JAR-TOP

Versatile and Robust Valve with Simple Serviceability

The PGV Jar-Top Valve combines convenience and reliability with quality and performance, making it the 
strong solution for handling the demands of any residential system. Designed for simplicity, it's easy to 
maintain and can be serviced without the use of any tools. Choose from a wide range of configurations for 
specific installations that vary from region to region. All models feature durable, high-grade, corrosion- and 
UV-resistant PVC construction; glass-reinforced jar ring; and a rugged, double-beaded and leak-proof 
diaphragm to prevent stress failure.

Easy Servicing: Jar-top bonnet 
design allows quick, tool-free 
access to the valve

Interchangeable Parts:  
Common solenoid and  
diaphragm simplify servicing

Easy Zone Tuning:  
Optional flow control allows  
quick zone adjustments

			 

hunter.info/PGVJarTop Look for this icon. All Hunter valves are 
100% water-tested to ensure reliable 
operation once installed. 
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PRODUCT NAME FEATURES & SPECIFICATIONS

Key Benefits

•	 Jar-top bonnet design allows easy access without tools 

•	 External/internal manual bleed allows for quick activation 
at the valve

•	 Double-beaded diaphragm seal design ensures leak-free 
performance

•	 Encapsulated solenoid with captive plunger used on every  
Hunter valve provides hassle-free service

•	 Optional flow control maximizes efficiency and prolongs 
the life of the system

Operating Specifications

•	 Flow: 0.2 to 40 GPM

•	 Recommended pressure range: 20 to 150 PSI

•	 Temperature rating: 150° F

•	 Warranty period: 2 years 

User‑Installed Options 

•	 Accu Sync® Pressure Regulator at the valve 

•	 DC‑Latching Solenoid for battery‑operated controllers 
(P/N 458200)

Factory‑Installed Options 

•	 DC: DC‑Latching Solenoid for battery‑operated controllers

•	 LS: Valve without solenoid

PGV-100-JT-G Valve  
Inlet diameter: 1"

Height: 51/ 2"
Length: 4½"

Width: 31/4" 

Double-Beaded 
Diaphragm

PGV-101-JT-G Valve  
Inlet diameter: 1"

Height: 51/ 2"
Length: 4½"

Width: 31/4" 

Model

Increased Diaphragm  
Filtration

PGV JAR-TOP – SPECIFICATION BUILDER : ORDER 1  +  2  +  3  +  4 + 5

1 Model 2  Standard Features 3  Feature Options 4 Options 5 User-Installed Options

PGV-100-JT = 1" Globe valve, without flow 
control, threaded inlet/outlet

G = Female threaded inlet/ 
outlet

DC = DC-Latching Solenoid 
for  battery-operated 
controllers

AS-ADJ = Adjustable Accu Sync  
Pressure Regulator 

PGV-101-JT = 1" Globe valve, with flow control, 
threaded inlet/outlet

G-S = Slip inlet/outlet  LS = Less solenoid 458200 = DC-Latching 
Solenoid for battery-operated 
controllers

MB = Male NPT inlet/1" poly 
barb outlet

269205 = Reclaimed water 
flow control handle

MB-075 = Male NPT inlet/ 
 3/4" poly barb outlet

LIT-700 = Reclaimed water 
ID tag

MB-125 = Male NPT inlet/  
11/4" poly barb outlet

MM = Male NPT inlet/ 
Male NPT outlet

Example: PGV-101-JT-MM = 1" PGV globe valve with jar-top bonnet, flow control, and male NPT inlet and outlet


