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SKYCOMMAND™  
WIRELESS CONTROL SYSTEM
Wire-free irrigation control for large and complex sites



Key Benefits
•	 Supports unlimited sites with up to 400 zones per site
•	 Multiple Repeaters extend the licence-free range up to ~5 km
•	 Built-in soil moisture monitoring prevents waste
•	 Optional flow sensing and reporting with high-flow shutdown 

for added protection
•	 Waterproof (IP68) controllers with program memory  

ensure reliable performance, reduce communication needs, 
and extend battery life

•	 Solar power options reduce battery usage and maintenance
•	 Cell, Wi-Fi, and LAN connections to hubs enable flexible mobile 

and network control
•	 Wireless LoRa® connectivity preserves existing infrastructure 

and protects components from lightning damage
•	 Mobile-friendly Centralus Software provides cloud-based 

control in multiple languages

Operating Specifications
•	 Centralus Software operates in Chrome or Safari browsers
•	 Secure communications via MQTT broker on Amazon Web 

Services with Transport Layer Security (TLS)

Product Specifications
•	 Licence-free LoRa communications at 433 MHz for field 

connectivity
•	 UCH enclosure rated IP55 for reliable protection
•	 BOC Controllers rated IP68 with built-in soil moisture  

sensor input
•	 RPT rated IP55 for durable field performance
•	 SST rated IP55 for reliable handheld operation

Electrical Specifications
•	 UCH primary power: 120/230 VAC, 50/60 Hz
•	 Max current draw:

	- 120 V, 0.25 A

	- 230 V, 0.15 A

•	 BOC power: 4 D-cell [R20]batteries or optional solar power  
(P/N BOC-SOL)

•	 Compatible with Hunter DC-Latching Solenoids (P/N 458200) 
up to 30 m

•	 Repeater: Fully wireless with solar rechargeable battery

Compatible With
•	 SC-PROBE Soil Moisture Sensor 
•	 Centralus Software
•	 HC Flow Meter

The LoRa® Mark is a trademark of Semtech Corporation or its subsidiaries. The Bluetooth word mark and logos are registered trademarks owned by Bluetooth SIG 
Inc., and any use of such marks by Hunter Industries is under licence.

The SkyCommand Wireless Control System helps irrigation professionals 
complete large projects faster and more efficiently, without trenching, 
wiring, or AC power. Reliable long-range communication and simple 
installation ensure consistent operation across every zone. 

Wirless Solar Repeater  
(RPT-E)

Height: 34.0 cm  
(installed with antenna extended)
Width: 17.0 cm
Length: 20.0 cm

Centralus™ Software

Online management, monitoring, and reporting 
for Hunter SkyCommand Systems and ACC2, 
MCC, ICC2, and Pro-C™ Controllers

Universal Communication  
Hub (UCH)

Height: 35.5 cm
Width: 22.3 cm
Depth: 7.2 cm

Site Survey and  
Diagnostic Tool (SST-E)

Height: 3.0 cm
Length: 21.5 cm
Width: 10.5 cm

BOC Controller (BOC-xxx-E)

Height: 20.7 cm
Length: 18.9 cm
Width: 18.7 cm



BUILT FOR LARGE-SCALE IRRIGATION PROJECTS
Designed for speed, simplicity, and scalability, the SkyCommand System reduces installation time, 
lowers labour costs, and simplifies management of complex sites.

Using licence-free LoRa® Technology, it provides stable communication across large areas without 
the need for wiring. This makes the system ideal for both new installations and retrofit projects 
where distance, terrain, or infrastructure pose challenges.

SYSTEM COMPONENTS

① Universal Communication Hub 

The Universal Communication Hub connects field 
controllers to cloud-based Centralus Software via 
Cell, Wi-Fi, or LAN, providing reliable system control 
without the need for on-site access.

③ Wireless Solar Repeater

The Solar Repeater extends communication range 
and helps maintain signal strength around obstacles, 
supporting reliable operation across sites up to 5 km. 

② Battery-Operated Controller

The waterproof Battery-Operated Controller is 
powered by four R20 batteries and features onboard 
program memory, ensuring irrigation schedules run 
even if communication is interrupted.

④ Centralus Software 

Centralus Software provides a simple, multi-language 
interface for monitoring and controlling irrigation 
systems from desktop, tablet, or mobile devices.  
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Learn about Centralus 



Website  hunterirrigation.com/en-metric  |  Customer Support  +1-760-752-6037

Denise Mullikin, President, Landscape Division

Helping our customers succeed is what drives us. While our passion for innovation and engineering is built into everything we do, it is our 

commitment to exceptional support that we hope will keep you in the Hunter family of customers for years to come.
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Flexible controller, communication, and accessory options make it easy to configure 
the SkyCommand System for a wide range of applications, supporting faster 
installation and efficient management of large sites without field wiring or AC power. 

MODELS CHART

Model Description

BOC-100-E 1-station wireless, battery-operated controller with soil moisture input

BOC-100-FL-E
1-station wireless, battery-operated controller with soil moisture and  
flow sensor inputs

BOC-200-E 2-station wireless, battery-operated controller with soil moisture input

BOC-400-E 4-station wireless, battery-operated controller with soil moisture input

UCH Universal Communication Hub with Bluetooth interface

A2C-LORA-E LoRa wireless output module

RPT-E Solar-powered, wireless Repeater

A2C-WIFI Wi-Fi Communication Module

A2C-LAN LAN (Ethernet) Communication Module

A2C-LTEM 4G/5G Cellular Communication Module (monthly service plan required)

SST-E Site Survey Tool, handheld wireless diagnostic device

hunter.info/SkyCommandEM

OPTIONS CHART

Model Description

ANT-EXT-KIT
Universal Antenna Extension Kit for Wi-Fi, cellular, and LoRa 
communication (3 m cable and mounting hardware)

SC-PROBE Soil moisture probe with 1 m connecting cable

BOC-SOL Solar panel with lithium battery source

HC-075-FLOW-B HC Flow Meter with 20 mm male BSP thread, metric

HC-100-FLOW-B HC Flow Meter with 25 mm male BSP thread, metric

HC-150-FLOW-B HC Flow Meter with 40 mm male BSP thread, metric

HC-200-FLOW-B HC Flow Meter with 50 mm male BSP thread, metric

Ready to simplify your next installation? 
Contact your Hunter sales representative or scan to learn more about the SkyCommand System.

Explore the SkyCommand System


