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1 1"(25 mm) PGV VALVES
: 4" Highly versatile, robust valves for simple

installation and serviceability

PGV-100-G-B

KEY BENEFITS

Common Solenoid

All Hunter valves share the same

Optional Flow Control
LB R AC and DC-Latching Solenoids

Maximises efficiency and
prolongs system life

100%

ALL
Reliable Diaphragm VALVES
Prevents leaks with the captive
double-beaded seal design WATER
TESTED

Enhanced Chemical Resistance

Guards against degradation with i bl S el B L

chemical-resistant materials Protects the diaphragm over
time as it lifts up and down

Easy Valve Servicing Increased Filtration Pressure-Assisted Solenoid
Captive triple-tool bonnet screws Up to 3x longer service life with Hunter valves feature a unique
prevent lost parts and allow more filtration area. pressure-assisted design that
servicing with multiple tools. protects against pressure surges.
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IN THE FIELD

o Issue: As a maintenance contractor, | want to carry fewer replacement parts and spend less
time on repairs.

Solution: All Hunter valves use the same solenoid, and all 1" (25 mm) PGV Valves share a common
diaphragm, reducing the number of replacement parts you need to stock. Combined with
triple-tool captive bonnet screws and a double-beaded captive diaphragm, these features make
installation and routine maintenance faster and easier.

o Issue: I've installed brand-new valves that fail right out of the box.

Solution: Every Hunter valve is water-tested before leaving the factory to help ensure reliable
operation. You can install with confidence, knowing every valve has been verified before it
reaches the jobsite.

e Issue: High water pressure is causing my sprinklers to mist, waste water, and deliver
uneven coverage.

Solution: All Hunter valves are compatible with the Accu Sync™ Pressure Regulator, which installs
directly at the valve and regulates downstream pressure. Set the ideal pressure for each zone to
eliminate misting, improve distribution uniformity, and reduce water waste.

IN THE DESIGN OFFICE

» Backward-compatible parts simplify upgrades and
replacement while protecting existing system investments.

» Choose from globe, angle, jar-top, and anti-siphon
configurations to meet virtually any application requirement.

» Female thread, male thread, slip, and barb connections
provide maximum flexibility across a wide range of
system designs.

PGV-100-G-B PGV-100-A-B PGV-100-JT-G-B
(globe) (angle) (jar-top)

PRODUCT COMPARISON

Hunter PGV ) _ )
FEATURES Series Competitor1  Competitor2 = Competitor 3
Common solenoid minimises inventory requirements o
Pressure-assisted solenoid design protects against o
pressure surges
Double-beaded diaphragm for leak-free performance o @ @
Four captive bonnet screws ensure easy servicing ()
100% water-tested at the factory to verify operation () [ )
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